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INDOOR UNITS

Floor Ceiling
  Model SMF-F12AI SMF-F18CI

Capacity

Cooling/Heating kW 3,5/3,8 5,3/5,6

Cooling/Heating BTU/h 12000/13000 18000/19000

Air flow volume m3/h 600 800

Indoor noise level dB(A) 36 37

Liquid side/Gas side mm 6.35/12.7 6.35/12.7

Dimensions

Product (WxHxD) mm 995x660x198 995x660x198

Packing (WxHxD) mm 1075x760x278 1075x760x278

Net / Gross weight kg 30/37 30/37

Wall Mounted units
  Model SMF-H07AI SMF-H09AI SMF-H12AI

Capacity

Cooling/Heating kW 2,0/2,5 2,6/3,2 3,5/4,4

Cooling/Heating BTU/h 7000/8500 9000/11000 12000/15000

Air flow volume m3/h 450 500 680

Indoor noise level dB(A) 34/32/30 36/34/32 39/33/28

Liquid side/Gas side mm 6.35/9.53 6.35/9.53 6.35/12.7

Dimensions

Product (WxHxD) mm 750x250x205 750x250x205 815x280x215

Packing (WxHxD) mm 830x336x285 830x336x285 915x360x290

Net / Gross weight kg 8/10 8/10 10/12

Duct
  Model SMF-D07AI SMF-D09AI SMF-D12AI SMF-D18AI

Capacity

Cooling/Heating kW 2,0/2,5 2,6/3,2 3,5/3,8 5,3/6,0

Cooling/Heating BTU/h 7000/8500 9000/11000 12000/13000 18000/20500

Air flow volume m3/h 480 480 580 660

Indoor noise level dB(A) 35/32/30 36/33/30 38/35/30 40/38/35

Liquid side/Gas side mm 6.35/9.53 6.35/9.53 6.35/12.7 6.35/12.7

Dimensions

Product (WxHxD) mm 955x210x385 955x210x385 955x210x385 1301x210x385

Packing (WxHxD) mm 1044x277x439 1044x277x439 1044x277x439 1388x277x439

Net / Gross weight kg 15/19 15/19 15/19 18/22

Cassette
  Model SMF-C09AI SMF-C12AI SMF-C18AI

Capacity

Cooling/Heating kW 2,6/3,2 3,5/3,8 5,3/6,0

Cooling/Heating BTU/h 9000/11000 12000/13000 18000/20500

Air flow volume m3/h 600 680 860

Indoor noise level dB(A) 36/33/30 36/33/30 43/40/38

Liquid side/Gas side mm 6.35/9.53 6.35/12.7 6.35/12.7

Dimensions

Product (WxHxD) Body mm 580x254x580 580x254x580 580x254x580

Panel mm 650x30x650 650x30x650 650x30x650

Packing (WxHxD) Body mm 750x340x750 750x340x750 750x340x750

Panel mm 715x115x715 715x115x715 715x115x715

Net / Gross weight Body kg 21/28 21/28 28/36

Panel kg 3/5 3/5 3/5

TECHNICAL SPECIFICATION



  Model SMF-2E18AI One indoor unit Two indoor units

Power

Voltage, Frequency, Phase V, Hz, Ph 220-240, 50, 1

Capacity

Cooling BTU/H 7000-18000 14000-30000

kW 2.1-5.3 4.2-8.8

Heating BTU/H 9000-20500 18000-31000

kW 2.6-6.0 5.2-9.1

Electrical Data

Power Input Cooling W 930-1960 1370-3400

Heating W 1050-2140 1760-3500

Operating Current Cooling A 4.4-9.3 6.2-15.5

Heating A 5.0-9.7 8.1-16.0

Performance

EER BTU/W.h, W/W 10.68, 3.12 10.34, 3.03

COP W/W 3.48 3.42

Outdoor Air Flow m3/h 2200

Outdoor noise level dB(A) 53

Dimensions

Product (WxHxD) mm 845x695x335

Packing (WxHxD) mm 975x772x405

Net/Gross Weight kg 71/74

  Model SMF-3E27AI One indoor unit Two indoor units Three indoor units

Power

Voltage, Frequency, Phase V , Hz, Ph 220-240, 50, 1

Capacity

Cooling BTU/H 7000-18000 14000-30000 21000-42000

kW 2.1-5.3 4.2-8.8 6.1-12.3

Heating BTU/H 9000-20500 18000-31000 24000-44000

kW 2.6-6.0 5.2-9.1 7.0-12.9

Electrical Data

Power Input Cooling W 930-1960 1370-3400 2060-4680

Heating W 1050-2140 1760-3500 2130-4720

Operating Current Cooling A 4.4.-9.3 6.2-15.5 9.4-21.7

Heating A 5.0-9.7 8.1-16.0 9.6-21.8

Performance

EER BTU/W.h, W/W 10.75, 3.15 10.75, 3.15 10.37,  3.04

COP W/W 3.53 3.53 3.42

Outdoor Air Flow m3/h 2400

Outdoor noise level dB(A) 55

Dimensions

Product (WxHxD) mm 845x695x335

Packing (WxHxD) mm 975x772x405

Net/Gross Weight kg 72/76

  Model SMF-4E27AI One indoor unit Two indoor units Three indoor units Four indoor units

Power

Voltage, Frequency, Phase V , Hz, Ph 220-240, 50, 1

Capacity

Cooling BTU/H 7000-18000 14000-30000 21000-42000 28000-49000

kW 2.1-5.3 4.2-8.8 6.1-12.3 8.2-14.4

Heating BTU/H 9000-20500 18000-31000 24000-44000 30000-52000

kW 2.6-6.0 5.2-9.1 7.0-12.9 8.8-15.2

Electrical Data

Power Input Cooling W 930-1960 1370-3400 2060-4680 3100-5720

Heating W 1050-2140 1760-3500 2130-4720 3260-5750

Operating Current Cooling A 4.4.-9.3 6.2-15.5 9.4-21.7 14.3-23.4

Heating A 5.0-9.7 8.1-16.0 9.6-21.8 15.3-23.5

Performance

EER BTU/W.h, W/W 10.75, 3.15 10.75, 3.15 10.37,  3.04 10.00, 2.93

COP W/W 3.53 3.53 3.42 3.30

Outdoor Air Flow m3/h 3000

Outdoor noise level dB(A) 55

Dimensions

Product (WxHxD) mm 895x860x330

Packing (WxHxD) mm 1000x985x410

Net/Gross Weight kg 79/90
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SINCLAIR MULTI FLExIbLE INvERTER

Model SMF-2E18AI has 13 possible capacity combinations
Number of indoor units connected

One Indoor unit Two Indoor units

07 07 + 07 09 + 09 12+12

09 07 + 09 09 + 12 12+18

12 07 + 12 09 + 18

18 07 + 18

With model SMF-3E27AI there is 22 possible capacity combinations
Number of indoor units connected

One Indoor unit Two Indoor units Three Indoor units

07 07 + 07 09 + 09 12+12 07 + 07 + 07 07 + 09 + 09 09 + 09 + 12

09 07 + 09 09 + 12 12+18 07 + 07 + 09 07 + 09 + 12

12 07 + 12 09 + 18 07 + 07 + 12 07 + 12 + 12

18 07 + 18 07 + 07 + 18 09 + 09 + 09

With model SMF-4E27AI there is 38 possible capacity combinations
Number of indoor units connected

One Indoor unit Two Indoor units Three Indoor units

07 07 + 07 09 + 09 12+12 07 + 07 + 07 07 + 09 + 09 07 + 12 + 18 09 + 12+12

09 07 + 09 09 + 12 12+18 07 + 07 + 09 07 + 09 + 12 09 + 09 + 09 09 + 12+18

12 07 + 12 09 + 18 07 + 07 + 12 07 + 09 + 18 09 + 09 + 12 12 + 12 + 12

18 07 + 18 07 + 07 + 18 07 + 12 + 12 09 + 09 + 18

Four Indoor units

07 + 07 + 07 + 07 07 + 07 + 09 + 09 09 + 09 + 09 + 09

07 + 07 + 07 + 09 07 + 07 + 09 + 12 09 + 09 + 09 + 12

07 + 07 + 07 + 12 07 + 09 + 09 + 09

07 + 07 + 07 + 18 07 + 09 + 09 + 12

Note: Possible indoor uni t  combinat ions please f ind in the service manuals.

R410A

Choice of mix from  
Duct, Cassette,  
Floor Ceiling,  
Wall mounted units

Inverter technology 
will save you energy cost

Possible to connect  
up to 4 indoor units  
of your choice
please see capacity  
mix possibilities below R-410A  

efficient  
ecological 
refrigerant

Max. refrigerant  
pipe length  
for each unit 15 m

Max. difference in level  
between indoor and 
outdoor unit 10 m

Operation temperature  
for cooling 0 ~ 50°C 
for heating -15 ~ 33°C

Cooling and Heating

Autorestart


